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Report Information

General Disclaimer:

 The enclosed summary report will provide you with a preview of the components or conditions that need
service or a second opinion, but it is not definitive. Therefore, it is essential that you read the full report.
Regardless, in recommending service we have fulfilled our contractual obligation as generalists, and
therefore disclaim any further responsibility. However, service is essential, because a specialist could
identify further defects or recommend some upgrades that could affect your evaluation of the property.

This report is the exclusive property of Mars Construction Industries, and the client whose name appears
herewith, and its use by any unauthorized persons is strictly prohibited.

The observations and opinions expressed within this report are those of Universal Inspect and supersede
any alleged verbal comments. We inspect all of the systems, components, and conditions described in
accordance with the standards of practice govern by International Association of Certified Home Inspectors
(InterNACHI) , and those that we do not inspect are clearly disclaimed in the contract and/or in the
aforementioned standards. However, some components that are inspected and found to be functional may
not necessarily appear in the report, simply because we do not wish to waste our client's time by having
them read an unnecessarily lengthy report about components that do not need to be serviced.

In accordance with the terms of the contract, the service recommendations that we make in this report
should be completed well before the close of escrow by licensed specialists, who may well identify
additional defects or recommend some upgrades that could affect your evaluation of the property.

You have contracted Universal Inspect dba BMa Inspect to perform a Lead base, Mold, Asbestos, Radon
gas, Foundation, Sewer Line, Infrared and or General home inspection in accordance with the standards of
practice established by the Home Inspection Foundation, a copy of which is available upon request.
Generalist inspections are essentially visual, and distinct from those of specialists, inasmuch as they do
not include the use of specialized instruments, the dismantling of equipment, or the sampling of air and
inert materials. Consequently, a generalist inspection and the subsequent report will not be as
comprehensive, nor as technically exhaustive, as that generated by specialists, and it is not intended to
be. The purpose of a generalist inspection is to identify significant defects or adverse conditions that would
warrant a specialist evaluation. Therefore, you should be aware of the limitations of this type of inspection,
which are clearly indicated in the standards. However, the inspection is not intended to document the type
of cosmetic deficiencies that would be apparent to the average person, and certainly not intended to
identify insignificant deficiencies. Similarly, we do not inspect for vermin infestation, which is the
responsibility of a licensed exterminator.

Most properties built after 1978, are generally assumed to be free of asbestos and many other common
environmental contaminants. However, as a courtesy to our clients, we are including some well
documented, and therefore public, information about several environmental contaminants that could be of
concern to you and your family, all of which we do not have the expertise or the authority to evaluate,
such as asbestos, radon, methane, formaldehyde, termites and other wood-destroying organisms, pests
and rodents, molds, microbes, bacterial organisms, and electromagnetic radiation, to name some of the
more commonplace ones. Nevertheless, we will attempt to alert you to any suspicious substances that
would warrant evaluation by a specialist. However, health and safety, and environmental hygiene are
deeply personal responsibilities, and you should make sure that you are familiar with any contaminant that
could affect your home environment. You can learn more about contaminants that can affect you home
from a booklet published by The environmental Protection Agency, which you can read online at
www.epa.gov/iaq/pubs/insidest.htm.

Mold is one such contaminant. It is a microorganism that has tiny seeds, or spores, that are spread on the
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air then land and feed on organic matter. It has been in existence throughout human history, and actually
contributes to the life process. It takes many different forms, many of them benign, like mildew. Some
characterized as allergens are relatively benign but can provoke allergic reactions among sensitive people,
and others characterized as pathogens can have adverse health effects on large segments of the
population, such as the very young, the elderly, and people with suppressed immune systems. However,
there are less common molds that are called toxigens that represent a serious health threat. All molds
flourish in the presence of moisture, and we make a concerted effort to look for any evidence of it
wherever there could be a water source, including that from condensation. Interestingly, the molds that
commonly appear on ceramic tiles in bathrooms do not usually constitute a health threat, but they should
be removed. However, some visibly similar molds that form on cellulose materials, such as on drywall,
plaster, and wood, are potentially toxigenic. If mold is to be found anywhere within a home, it will likely be
in the area of tubs, showers, toilets, sinks, water heaters, evaporator coils, inside attics with unventilated
bathroom exhaust fans, and return-air compartments that draw outside air, all of which are areas that we
inspect very conscientiously. Nevertheless, mold can appear as though spontaneously at any time, so you
should be prepared to monitor your home, and particularly those areas that we identified. Naturally, it is
equally important to maintain clean air-supply ducts and to change filters as soon as they become soiled,
because contaminated ducts are a common breeding ground for dust mites, rust, and other contaminants.
Regardless, although some mold-like substances may be visually identified, the specific identification of
molds can only be determined by specialists and laboratory analysis, and is absolutely beyond the scope
of our inspection. Nonetheless, as a prudent investment in environmental hygiene, we categorically
recommend that you have your home tested for the presence of any such contaminants, and particularly if
you or any member of your family suffers from allergies or asthma. Also, you can learn more about mold
from an Environmental Protection Agency document entitled "A Brief Guide to Mold, Moisture and Your
Home," by visiting their web site at: http://www.epa.gov/iaq/molds/moldguide.html/, from which it can be
downloaded.

Asbestos is a notorious contaminant that could be present in any home built before 1978. It is a naturally
occurring mineral fiber that was first used by the Greek and Romans in the first century, and it has been
widely used throughout the modern world in a variety of thermal insulators, including those in the form of
paper wraps, bats, blocks, and blankets. However, it can also be found in a wide variety of other products
too numerous to

mention, including duct insulation and acoustical materials, plasters, siding, floor tiles, heat vents, and
roofing products. Although perhaps recognized as being present in some documented forms, asbestos can
only be specifically identified by laboratory analysis. The most common asbestos fiber that exists in
residential products is chrysotile, which belongs to the serpentine or white-asbestos group, and was used
in the clutches and brake shoes of automobiles for many years. However, a single asbestos fiber is said to
be able to cause cancer, and is therefore a potential health threat and a litigious issue. Significantly,
asbestos fibers are only dangerous when they are released into the air and inhaled, and for this reason
authorities such as the Environmental Protection Agency [EPA] and the Consumer Product Safety
Commission [CPSC] distinguish between asbestos that is in good condition, or non-friable, and that which
is in poor condition, or friable, which means that its fibers could be easily crumbled and become airborne.
However, we are not specialists and, regardless of the condition of any real or suspected asbestos-
containing material [ACM], we would not endorse it and recommend having it evaluated by a specialist.

Radon is a gas that results from the natural decay of radioactive materials within the soil, and is purported
to be the second leading cause of lung cancer in the United States. The gas is able to enter homes through
the voids around pipes in concrete floors or through the floorboards of poorly ventilated crawlspaces, and
particularly when the ground is wet and the gas cannot easily escape through the soil and be dispersed
into the atmosphere. However, it cannot be detected by the senses, and its existence can only be
determined by sophisticated instruments and laboratory analysis, which is completely beyond the scope of
our service. However, you can learn more about radon and other environmental contaminants and their
affects on health, by contacting the Environmental Protection Agency (EPA), at www.
epa.gov/radon/images/hmbuygud.pdf, and it would be prudent for you to enquire about any high radon
readings that might be prevalent in the general area surrounding your home.
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Lead poses an equally serious health threat. In the 1920's, it was commonly found in many plumbing
systems. In fact, the word "plumbing" is derived from the Latin word "plumbum," which means lead. When
in use as a component of a waste system, it is not an immediate health threat, but as a component of
potable water pipes it is a definite health-hazard. Although rarely found in modern use, lead could be
present in any home build as recently as the nineteen forties. For instance, lead was an active ingredient
in many household paints, which can be released in the process of sanding, and even be ingested by small
children and animals chewing on painted surfaces. Fortunately, the lead in painted surfaces can be
detected by industrial hygienists using sophisticated instruments, but testing for it is not cheap. There are
other environmental contaminants, some of which we have already mentioned, and others that may be
relatively benign. However, we are not environmental hygienists, and as we stated earlier we disclaim any
responsibility for testing or establishing the presence of any environmental contaminant, and recommend
that you schedule whatever specialist inspections that may deem prudent within the contingency period.  
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Certified Inspection Report

Site Grounds & Grading

Retaining Walls

There are typical stress fractures joint separations in the block yard flower wall, but they are reasonably firm and not
in any danger of falling. 

Exterior & Structure

Foundation

There is a horizontal cracks in the foundation wall that I would describe it as deteriorated parge
coat/coating at the slab perimeter with gaps/voids, not automatically as a failed foundation. The
repair should include removing the loose material first so the actual foundation edge can be repired
properly.  You can also seek an secound opinion from a foundation specialist. 

Exterior Receptacles

All of the exterior outlets should be upgraded to have working ground fault protection with covers. 

Roof

Roof Covering Materials and Condition

The roof is covered with  worn asphalt composition shingles. The shingles have shed a great deal of their protective
granules — enough that the gutters are packed with granule buildup — areas where the surface has worn all the way

down to the fiberglass mat underneath. Granules are sacrificial; once they're in the gutters
instead of on the mat, the asphalt underneath oxidizes fast. Some shingles have also
turned brittle and are cracking, with a few tabs broken loose, and some of the nails have backed out above the
surface. 

WE RECOMMEND HAVING THE SELLER PROVIDE THE ROOF CERTIFIED BY THE  NATIONAL ROOF
CERTIFICATION AND INSPECTION ASSOCIATION (NRCIA)  https://www.nrcia.org/mr-roofcheck-form/

Gutters & Downspouts

The gutters drain through downspout outlet boxes rather than enclosed downspouts.  Several area's of the gutters
accumulated granule debris from the roof covering that can obstruct the outlets and cause overflow at the eaves. The

https://www.nrcia.org/mr-roofcheck-form/
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general rule is that there needs to be a downspout for every 30 feet of the gutter. If you follow this rule, you'll make
sure that no downspout is taking in too much water. 

Plumbing

Water Heater

The water heater is not equipped with a drain pan, which is designed to minimize water damage from a leak.

Sewer Line Inspection

The home sewer line is made up of three different pipe materials — ABS, clay, and, for the majority of the run, cast
iron. Over time, cast iron pipe develops a buildup of scale (mineral and corrosion deposits) along the inside wall. The
camera showed a significant amount of this scale in the cast iron section, which narrows the pipe and restricts flow.

We also noted several areas where water is moving slowly through the line. That reduced flow lets debris and buildup
accumulate, which adds to the scale over time.

The recommended correction is a process called descaling — we mechanically clean the interior of the cast iron pipe
to remove the scale and restore the pipe's full diameter and flow.

Interior

Interior Doors

The door striker plate needs to be adjusted for the striker pin to engage. (hall closet) 

Lights / Outlets / Smoke & Carbon Detectors

There are bedrooms with smoke detectors not in the recommended location, and should be moved for safety
reasons.  Do not place a detector closer than 3 feet from an air register that might re-circulate smoke. 

Kitchen

Dishwasher

The dishwasher is functional but discharges without a mandated anti-siphon air gap valve, which is contrary to the
installation instructions, and which also creates a potential drainage problem and a health hazard. 

Bathrooms
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Bathtub

The tub stopper has been removed or incomplete, and should be repaired or replaced.

Heating

Heating

The furnace/plenum area was observed with damaged, loose, and poorly sealed insulation materials.

Cooling

Air Conditioning Unit

 There is a condensation line coming from the attic vent that I wasn't able to verify If it's the secondary (emergency)
line, it's supposed to stay dry, so active dripping is a warning that the primary drain is clogged and the unit needs
service. That one's the more urgent reading.

If it's the primary line, discharging condensate straight onto the shingles still isn't a proper termination — condensate
is meant to go to an approved discharge point. It's not an emergency, but a steady drip landing on one spot of asphalt
shingle tends to wear the granules and keep that area damp over time, so it's worth re-routing rather than leaving it to
run onto the roof.

Attic

Attic Insulation

Debris is sitting directly on the insulation and, where it's compacted it down, knocks down the R-value.

Pool & or Spa

Enclosure Safety Observation

The gate that gives pool or spa access is not compliant with common safety standards, and should be serviced. Any
gate that gives pool or spa access is required to self-close and include a latch at forty-eight inches that, ideally, opens
away from the pool or spa, so that a toddler could not simply push open an unlatched gate. 

Pool & Spa Observations

 The light looks like there are missing screws. It could possibly be a source of leaking Ask owner to provide warranty
information. 
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Certified Inspection Report

1 . % Of The Report Completed

1.1 Current Status Of Report

% Of The Report Completed: "100" Inspection Agreement Signed : Yes. Inspection Paid
For: Yes. Service's Ordered : General Inspection., Sewer Line Scope.
% Completed : 100

2 . Site Grounds & Grading

This inspection is not intended to address or include any geological conditions or site stability information. For
information concerning these conditions, a geologist or soils engineer should be consulted. Any reference to
grade is limited to only areas around the exterior of the exposed foundation or exterior walls. This inspection is
visual in nature and does not attempt to determine drainage performance of the site or the condition of any
underground piping, including municipal water and sewer service piping or septic systems. When decks and
porches are built close to the ground where no viewing or access is possible, we cannot make accurate
opinions. These areas as well as others that are too low to enter, or in some other manner not accessible, are
excluded from the inspection and are not addressed in this report. We routinely recommend that inquiry be
made with the seller about knowledge of conditions.

2.1 Retaining Walls

Condition: Needs Maintenance
Type: Concrete
Weep Holes: No
Location: Front yard

Comments:

There are typical stress fractures joint separations in the block yard flower wall, but they are reasonably firm and
not in any danger of falling. 
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Sec. 2.1 Picture 1 Sec. 2.1 Picture 2 Sec. 2.1 Picture 3

2.2 Driveway

Condition: Satisfactory
Type: Concrete
The driveway is showing evidence of spalling.: No
There are large cracks in the driveway.: No
There are uneven spots on the driveway.: No
The driveway has a bad slope (water runs towards building).: No

Sec. 2.2 Picture 1 Sec. 2.2 Picture 2

2.3 Sidewalks / Walkways

Condition: Satisfactory
Type: Concrete
There is evidence of spalling.: No
There are large cracks on the sidewalk/walkways.: No
There are uneven spots on the sidewalk/walkways.: No

2.4 Grading at House Wall

Condition: Satisfactory
The ground slopes toward the house.: No
There are low areas where water could pool.: No
Roof-runoff could pool near the foundation.: No

2.5 Fences and Gates
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Condition: Satisfactory
Type: Wrought Iron, Masonry
The fence is suffering from some or excessive rust.: No

Sec. 2.5 Picture 1

Loose section

3 . Exterior & Structure

Our inspection: of the Exterior grounds includes the surface drainage, grading, some fencing, gates, sidewalks,
patios, driveways, and retaining walls adjacent to the structure. The inspection of the exterior of the building
includes the cladding, trim, eaves, fascias, decks, porches, downspouts, railings, doors, windows and flashings.
Areas hidden from view by finished walls or stored items cannot be judged and are not a part of this inspection.
Minor cracks are typical in many foundations and most do not represent a structural problem. If major cracks
are present along with rotation, we routinely recommend further evaluation be made by a qualified professional
structural engineer. The grading of the soil should allow for surface and roof water to flow away from the
foundation. All concrete slabs experience some degree of cracking due to shrinkage in the drying process or
minor settlement. All items listed are inspected for their proper function, poor installation, excessive wear and
general state of repair. Where deck carpeting, stacked firewood, excessive vegetation, soil and other coverings
are installed over decking and patio surfaces, the materials or their nature of construction and condition of the
underneath these coverings cannot be determined.

Condominium Inspection Disclaimer:
Only pertain to condominiums PUD & Townhouses
Because this is a report on a condominium, PUD or Townhouse inspection, we do not inspect or report on the
condition of the roof, the foundation, grading and drainage, or components beyond the unit, which are typically
the responsibility of the home owners\' association.

Notice to absent clients:
Only pertain to clients who was absent.
We prefer to have our clients present, during, or immediately following the inspection so that we can elaborate
on what may well be complicated or technical issues that could be somewhat difficult for the average person to
understand. Inasmuch as you were not present, we encourage you to read the whole report and not just the
summary report, and to consult with us directly. Also, please verify anything that we may have been purported
to have said.

https://in4production.s3.amazonaws.com/orgId%2Fc154d5ad-5ec4-4bfb-9201-1f2250e35697%2Finspections%2FreportId%2F17075%2Fsection%2F2174%2Fsubsection%2F15770%2Ffencesand_gates_wemcvsiq_original.MOV
https://in4production.s3.amazonaws.com/orgId%2Fc154d5ad-5ec4-4bfb-9201-1f2250e35697%2Finspections%2FreportId%2F17075%2Fsection%2F2174%2Fsubsection%2F15770%2Ffencesand_gates_wemcvsiq_original.MOV
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General Observation Reporting Neglected Property:
Only pertain to properties with significant damage
The property has been neglected, and we will not comment further on the obvious and numerous deficiencies.
However, you should obtain estimates from a general contractor, because the cost of renovation could
significantly effect your evaluation of the property. 

There are a wide variety of pre-fabricated chimneys, which are constructed on site with approved components.
We perform a competent inspection of them, but we are not specialists, and our inspection of them is limited to
those areas that can be viewed without dismantling any portion of them, and we cannot guarantee that any
particular component is the one stipulated for use by the manufacturer. For instance, experience has taught us
that many prefabricated chimneys have been fitted with architectural shrouds that are not approved by the
manufacturer, and which can inhibit drafting and convectional cooling. However, we recommend a level-two
inspection by a qualified specialist within the contingency period or before the close of escrow, as
recommended by NAPA standards "upon the sale or transfer of a property." Chimney's that are lined masonry
type, which is the most dependable because the flue liner not only provides a smooth transition for the bi-
products of combustion to be vented beyond the residence but provides an approved thermal barrier as well.
However, we recommend a level-two inspection by a qualified specialist within the contingency period or before
the close of escrow, as recommended by NAPA standards "upon the sale or transfer of a property." Unlined
chimneys, or those without flue liners, are suspect. Although such flues include a plaster coat of mortar, the
corrosive effect of flue gases and the elements can deteriorate the mortar. In fact, the Chimney Safety Institute
of America reported in 1992 that "all unlined chimneys, irrespective of fuel used, are very liable to become
defective through disintegration of the mortar joints." However, we recommend a level-two inspection by a
qualified specialist within the contingency period or before the close of escrow, as recommended by NAPA
standards "upon the sale or transfer of a property."

3.1 Building Information

Property Type : Single Family Residence
Sq Ft.: 1,580
Furnished : Yes
Number of Stories : 1
Year Constructed: 1960
Present at time of inspection : Buyer (s), Buyer Agent , Seller Agent Foundation Type:
Slab
Assessor Parcel Number: 2024037028
Specific Zoning Classification: We Did Not Check Zoning Class Is the highest & best use
of the property as improved (or as proposed per plans & specifications): N.I
Zoning Description: Single Family Residence
Zoning Compliance: Legal
Are there any adverse site conditions or external factors : N.I.
Assignment Type: General Inspection
Assignment Type-2 : Sewer Line Inspection

3.2 Foundation

Condition: Needs Maintenance
Type: Concrete
There are large cracks in the foundation.: Yes
There are signs of water penetration / condensation to the foundation.: No
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Comments:

There is a horizontal cracks in the foundation wall that I would describe it as deteriorated parge
coat/coating at the slab perimeter with gaps/voids, not automatically as a failed foundation.
The repair should include removing the loose material first so the actual foundation edge can be
repired properly.  You can also seek an secound opinion from a foundation specialist. 

Sec. 3.2 Picture 1 Sec. 3.2 Picture 2 Sec. 3.2 Picture 3 Sec. 3.2 Picture 4

Sec. 3.2 Picture 5 Sec. 3.2 Picture 6 Sec. 3.2 Picture 7 Sec. 3.2 Picture 8

Sec. 3.2 Picture 9 Sec. 3.2 Picture 10 Sec. 3.2 Picture 11

3.3 Exterior Wall Covering

3.4 Exterior Doors

Condition: Satisfactory
Type: Combination
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Sec. 3.4 Picture 1 Sec. 3.4 Picture 2 Sec. 3.4 Picture 3

3.5 Exterior Windows

Condition: Satisfactory

Sec. 3.5 Picture 1 Sec. 3.5 Picture 2 Sec. 3.5 Picture 3 Sec. 3.5 Picture 4

3.6 Downspouts

Condition: Needs Maintenance

3.7 Eaves & Soffits

Condition: Satisfactory
There are sagging soffit panels.: No

3.8 Gas Meter / Piping

Condition: Satisfactory
The pipes are rusted.: No
The pipes are located in a dangerous spot.: No
The gas meter do not have a earthquake shutoff valve that may or may not be
mandatory, but is recommended. : Present
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Sec. 3.8 Picture 1

3.9 Exterior Receptacles

Condition: Needs Maintenance
Type: Non-GFCI

Comments:

All of the exterior outlets should be upgraded to have working ground fault protection with covers. 

Sec. 3.9 Picture 1

4 . Roof

The inspection of the roof system includes a visual examination of the surface materials, connections,
penetrations and roof drainage systems. We examine the roofing material for damage and deterioration. We
examine the roof system for possible leaks, damage and conditions that suggest limited remaining service life.
We may offer opinions concerning repair and/or replacement if warranted. Opinions stated herein concerning
the roofing material are based on the general condition of the roof system as evidence by our visual inspection.
These do not constitute a warranty that the roof is or will remain, free of leaks. For this reason we recommend
that you hire a licensed roofing contractor to evaluate the roof.  All roofing systems require annual
maintenance. Failure to perform routine maintenance will usually result in leaks and accelerated deterioration
of the roof covering and flashings. When provided, our estimates of the roof's life expectancy are based on the
assumption that the roof will be properly maintained during that period. The only way to determine whether a
roof is absolutely watertight is to observe it during a prolonged rainfall. Many times, this situation is not
possible during the inspection and we cannot confirm this condition. We suggest that an annual inspection of
the Attic area be performed where accessible to identify if any leaks are evident. There are a wide variety of
composition shingle roofs, which are comprised of asphalt or fiberglass materials impregnated with mineral
granules that are designed to deflect the deteriorating ultra-violet rays of the sun. The commonest of these
roofs are warranted by manufacturers to last from twenty to twenty-five years, and are typically guaranteed
against leaks by the installer for three to five years. The actual life of the roof will vary, depending on a number
of interrelated factors besides the quality of the material and the method of installation. However, the first
indication of significant wear is apparent when the granules begin to separate and leave pockmarks or dark
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spots. This is referred to as primary decomposition, which means that the roof is in decline, and therefore
susceptible to leakage. This typically begins with the hip and ridge shingles and to the field shingles on the
south facing side. This does not mean that the roof needs to be replaced, but that it should be monitored more
regularly and serviced when necessary. Regular maintenance will certainly extend the life of any roof, and will
usually avert most leaks that only become evident after they have caused other damage. Concrete tile roofs are
among the most expensive and durable of all roofs, and are warranted by the manufacturer to last for forty
years or more, but are usually only guaranteed against leaks by the installer from three to five years. Like other
pitched roofs, they are not designed to be waterproof, only water resistant, and are dependant on the integrity
of the waterproof membrane beneath them, which cannot be seen without removing the tiles, but which can be
split by movement, deteriorated through time, or by ultra-violet contamination. Significantly, although there is
some leeway in installation specifications, the type and quality of membranes that are installed can vary from
one installer to another, and leaks do occur. The majority of leaks result when a roof has not been well
maintained or kept clean, and we recommend servicing them annually. There are several types of authentic
Spanish tile, all of which are made of clay and are easily broken. Like most inspectors, we elect not to walk on
them but view them instead from a variety of vantage points using a ladder and binoculars. They can be
installed in different ways, using various fasteners and mortar, over one or more waterproof membranes of
varying weights. Sometimes the tiles appear to be careless installed, or randomly layered and irregularly
placed, but this is characteristic of a classic Spanish tile roof. As with other pitched roofs, they are not
designed to be waterproof only water-resistant, and are dependant on the integrity of the membrane beneath
them, which is concealed, but which can be split by movement, or deteriorated through time and ultra-violet
contamination. These roofs can leak, and sometimes without there being any obvious damage to the tiles, and
particularly if damaged tiles have been replaced over a deteriorated membrane. However, the most common
form of leakage occurs when the valleys or other drainage channels become blocked by debris, which causes
water to back up and be directed under the flashing. Therefore, it is important to inspect these roofs annually
and to have them cleaned. 

4.1 Roof Style

Type: Gable

4.2 Roof Covering Materials and Condition

Condition : Need Maintenance
Tile Type : Composition Tiles

Comments:

The roof is covered with  worn asphalt composition shingles. The shingles have shed a great deal of their
protective granules — enough that the gutters are packed with granule buildup — areas where the surface has

worn all the way down to the fiberglass mat underneath. Granules are sacrificial; once they're
in the gutters instead of on the mat, the asphalt underneath oxidizes
fast. Some shingles have also turned brittle and are cracking, with a few tabs broken loose, and some of the nails
have backed out above the surface. 

WE RECOMMEND HAVING THE SELLER PROVIDE THE ROOF CERTIFIED BY THE  NATIONAL ROOF
CERTIFICATION AND INSPECTION ASSOCIATION (NRCIA)  https://www.nrcia.org/mr-roofcheck-form/

https://www.nrcia.org/mr-roofcheck-form/


Mars Construction Industries
© 2026 All rights reserved.

Powerd By: In4spective, Inc 2026 Inspection Narratives - Page 20

Sec. 4.2 Picture 1 Sec. 4.2 Picture 2 Sec. 4.2 Picture 3 Sec. 4.2 Picture 4

Sec. 4.2 Picture 5 Sec. 4.2 Picture 6 Sec. 4.2 Picture 7 Sec. 4.2 Picture 8

Sec. 4.2 Picture 9 Sec. 4.2 Picture 10 Sec. 4.2 Picture 11 Sec. 4.2 Picture 12

Sec. 4.2 Picture 13 Sec. 4.2 Picture 14 Sec. 4.2 Picture 15 Sec. 4.2 Picture 16

Sec. 4.2 Picture 17 Sec. 4.2 Picture 18 Sec. 4.2 Picture 19

4.3 Gutters & Downspouts

Condition: Needs Maintenance
Type: Galvanized
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Comments:

The gutters drain through downspout outlet boxes rather than enclosed downspouts.  Several area's of the gutters
accumulated granule debris from the roof covering that can obstruct the outlets and cause overflow at the eaves.
The general rule is that there needs to be a downspout for every 30 feet of the gutter. If you follow this rule, you'll
make sure that no downspout is taking in too much water. 

Sec. 4.3 Picture 1 Sec. 4.3 Picture 2 Sec. 4.3 Picture 3 Sec. 4.3 Picture 4

Sec. 4.3 Picture 5 Sec. 4.3 Picture 6

4.4 Method of Evaluation

Method of Evaluation : We evaluated the roof and its components by walking on its surface

Sec. 4.4 Picture 1

4.5 Overall Roof Grade

We have assigned a grade to the roof based on it's overall condition: D
Estimated Remaining Life : 1-5 Years
Estimated Age Of Roof: 25 + Years
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5 . Garage/Parking

The Garage/Parking is inspected as best as possible, but can be limited due to parked cars or personal stored
items. Due to this area being cluttered or areas being inaccessible, it is common for sections that cannot be
fully inspected or items identified during our limited inspection. We suggest that a walk-through be performed
once the home is vacant. If this is a new construction inspection or vacant home this area will be inspected
thoroughly. Determining the heat resistance rating of firewalls and doors or building code violations is beyond
the scope of this inspection. Flammable materials should not be stored within the Garage area if possible.

5.1 Description

Condition: Satisfactory
Type: Attached Garage Car Garage Count : Two-Car Garage

Sec. 5.1 Picture 1

5.2 Flooring

Condition: Satisfactory
Type: Concrete
There are small cracks in the garage floor. : Yes

Sec. 5.2 Picture 1 Sec. 5.2 Picture 2

5.3 Vehicle Doors

Condition: Satisfactory
Status: Tested
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Sec. 5.3 Picture 1

5.4 Garage Door Opener

Condition: Satisfactory

Sec. 5.4 Picture 1

6 . Electrical

Our examination of the electrical system includes a visual examination of the exposed and accessible branch
circuits, wiring, service panel, over current protection devices, lighting fixtures, switches, and receptacles.
Service equipment, proper grounding, wiring methods and bonding are focal points. We inspect for adverse
conditions such as lack of grounding and bonding, over-fusing, exposed wiring, open-air wire splices, reverse
polarity and defective GFCI's. The hidden nature of the electrical wiring prevents inspection of every length of
wire or their connections. Telephone, video, cable, audio, security systems and other low voltage systems were
not included in this inspection unless specifically noted. We recommend you have the seller or a specialist
demonstrate the serviceability or locations of these systems to you if necessary. Any electrical repairs
attempted by anyone other than a licensed electrician should be approached with caution. The power to the
entire house should be turned off prior to beginning any repair efforts, no matter how trivial the repair may
seem. Aluminum wiring requires periodic inspection and maintenance by a licensed electrician. Operation of
time clock motors is not verified. Inoperative light fixtures often lack bulbs or have dead bulbs installed. Light
bulbs are not changed during the inspection, due to time constraints. Smoke Alarms should be installed within
15 feet of all Bedroom doors and in Bedrooms. These units should be tested monthly.

There are a wide variety of electrical systems with an even greater variety of components, and any
one particular system may not conform to current standards or provide the same degree of service
and safety. What is most significant about electrical systems however is that the national electrical
code [NEC] is not retroactive, and therefore many residential systems do not comply with the latest
safety standards. Regardless, we are not electricians and in compliance with our standards of
practice we only test a representative number of switches and outlets and do not perform load-
calculations to determine if the supply meets the demand. However, in the interests of safety, we
regard every electrical deficiency and recommended upgrade as a latent hazard that should be
serviced as soon as possible, and that the entire system be evaluated and certified as safe by an
electrician. Therefore, it is essential that any recommendations that we may make for service or
upgrades should be completed before the close of escrow, because an electrician could reveal
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additional deficiencies or recommend some upgrades for which we would disclaim any further
responsibility. However, we typically recommend upgrading outlets to have ground fault protection,
which is a relatively inexpensive but essential safety feature. These outlets are often referred to as
GFCI's, or ground fault circuit interrupters and, generally speaking, have been required in specific
locations for more than thirty years, beginning with swimming pools and exterior outlets in 1971,
and the list has been added to ever since: bathrooms in 1975, garages in 1978, spas and hot tubs in
1981, hydro tubs, massage equipment, boat houses, kitchens, and unfinished basements in 1987,
crawlspaces in 1990, wet bars in 1993, and all kitchen countertop outlets with the exception of
refrigerator and freezer outlets since 1996. Similarly, AFCI's or arc fault circuit interrupters,
represent the very latest in circuit breaker technology, and have been required in all bedroom
circuits since 2002. However, inasmuch as arc faults cause thousands of electrical fires and
hundreds of deaths each year, we categorically recommend installing them at every circuit as a
prudent safety feature. As with any major systems in a property we recommend you have that system evaluated
by the licensed professional associated with such system.

6.1 Main Panel

Condition: Satisfactory
Volts: 240 -120V
Capacity: 200 A
Type: Circuitbreakers

Sec. 6.1 Picture 1 Sec. 6.1 Picture 2 Sec. 6.1 Picture 3 Sec. 6.1 Picture 4

Sec. 6.1 Picture 5

7 . Plumbing

Our Inspection of the plumbing system includes a visual examination of the exposed portions of the domestic
water supply, drain waste, vent, gas lines, faucets, fixtures, valves, drains, traps, exposed pipes and fittings.
These items are examined for proper function, excessive or unusual wear, leakage and general state of repair.
The hidden nature of piping prevents inspection of every pipe and joint connection, especially in walls, floors
and ceiling voids. A sewer lateral test is necessary to determine the condition of the underground sewer lines.
This type of test is beyond the scope of this inspection unless we are hired to do so. Our review of the plumbing
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system does not include landscape irrigation systems, water wells, on site and/or private water supply systems,
off site community water supply systems, or private (septic) waste disposal systems unless specifically noted.  A
qualified specialist prior to the closing of escrow can perform review of these systems.  Our inspection of the
water heater includes a visual examination of the accessible portions of the tank, gas, electrical and/or water
connections, venting and safety valves. These items are examined for proper function, excessive or unusual
wear, leakage and general state of repair. We attempt to evaluate drain pipes by flushing every drain that has
an active fixture while observing its draw and watching for blockages or slow drains, but this is not a conclusive
test and only a video-scan of the main line would confirm its actual condition.  However, you can be sure that
blockages will occur, usually relative in severity to the age of the system, and will range from minor ones in the
branch lines, or at the traps beneath sinks, tubs, and showers, to major blockages in the main line. The minor
ones are easily cleared, either by chemical means or by removing and cleaning the traps. 

However, if tree roots grow into the main drain that connects the house to the public sewer, repairs could
become expensive and might include replacing the entire main line.  For these reasons, we recommend that you
ask the sellers if they have ever experienced any drainage problems, or you may wish to have the main waste
line video-scanned before the close of escrow. Failing this, you should obtain an insurance policy that covers
blockages and damage to the main line.  However, most policies only cover plumbing repairs within the house,
or the cost of rooter service, most of which are relatively inexpensive.

There are a wide variety of residential water heaters that range in capacity from fifteen to one hundred gallons.
They can be expected to last at least as long as their warranty, or from five to eight years, but they will
generally last longer. However, few of them last longer than fifteen or twenty years and many eventually leak.
So it is always wise to have them installed over a drain pan plumbed to the exterior. Also, it is prudent to flush
them annually to remove minerals that include the calcium chloride bi-product of many water softening
systems. The water temperature should be set at a minimum of 110 degrees fahrenheit to kill microbes and a
maximum of 140 degrees to prevent scalding. Also, water heaters can be dangerous if they are not seismically
secured and equipped with either a pressure/temperature relief valve and discharge pipe plumbed to the
exterior, or a Watts 210 gas shut-off valve. There are a wide variety of residential electric water heaters that
range in capacity from fifteen to one hundred gallons. They can be expected to last at least as long as their
warranty, or from five to eight years, but they will generally last longer. However, few of them last longer than
fifteen or twenty years and many eventually leak. So it is always wise to have them installed over a drain pan
plumbed to the exterior. Also, it is prudent to flush them annually to remove minerals that include the calcium
chloride bi-product of many water softening systems. The water temperature should be set at a minimum of
110 degrees fahrenheit to kill microbes and a maximum of 140 degrees to prevent scalding. Also, water heaters
can be dangerous if they are not seismically secured and equipped with a pressure/temperature relief valve and
discharge pipe plumbed to the exterior. Residential tankless water heaters are a relatively new invention. They
provide virtually endless but not unlimited hot water, and require little maintenance beyond periodic
monitoring for leaks, which is to be anticipated with any type of water heater.

7.1 Water Service

Condition: Satisfactory
Type: Public
The water entrance is located in a bad spot.: No
The shutoff valve is located in a bad spot.: No

Sec. 7.1 Picture 1 Sec. 7.1 Picture 2
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7.2 Water Entrance

Condition: Professional Consultation
Vacuum Breakers: No Type: Copper
Vacuum Breakers : The hose bibs that we tested are functional, but do not include anti-
siphon valves.
Water Pressure : The pressure inside the residence is too high and will stress components of
the system.

Sec. 7.2 Picture 1

7.3 Water Heater

Condition: Needs Maintenance
Water Heating Type : Tank/Boiler Fuel type: Gas
Relief valve: Present
There are problems with back drafting.: No
Expansion tank: Not present
There is faulty gas piping.: N.I.
There is unsecured wiring present.: No
There are signs of leakages.: No
Venting (air supply): Present
Extension: Present
Seismic Restraint: Present
Gas shutoff: Present
Location: Interior Capacity (gallons): 50
Water Heater Age : 7 Years

Comments:

The water heater is not equipped with a drain pan, which is designed to minimize water damage from a leak.
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Sec. 7.3 Picture 1

7.4 Sewer Line Inspection

Condition: Needs Maintenance
MAIN SEWER LINE CLEANOUT LOCATION: Front Yard
Sewer line is cracked or displaced : No
Tree roots in sewer line: No
Repair recommendations: Descaling
Copy Link And Paste To Your Browser To View Sewer Video: :
https://www.youtube.com/watch?v=Ed7tg1Hs_L8

Comments:

The home sewer line is made up of three different pipe materials — ABS, clay, and, for the majority of the run, cast
iron. Over time, cast iron pipe develops a buildup of scale (mineral and corrosion deposits) along the inside wall.
The camera showed a significant amount of this scale in the cast iron section, which narrows the pipe and restricts
flow.

We also noted several areas where water is moving slowly through the line. That reduced flow lets debris and
buildup accumulate, which adds to the scale over time.

The recommended correction is a process called descaling — we mechanically clean the interior of the cast iron
pipe to remove the scale and restore the pipe's full diameter and flow.

8 . Interior

Our inspection of the Interior includes a visual inspection of the readily accessible portions of the walls,
ceilings, floors, doors, cabinetry, countertops, steps, stairways, balconies and railings. Please note that a
representative sample of the accessible windows and electrical receptacles are inspected. These features are
examined for proper function, excessive wear and general state of repair. In some cases, all or portions of these
components may not be visible because of furnishings and personal items. In these cases some of the items
may not be inspected. The condition of walls behind wall coverings, paneling and furnishings cannot be judged.
Only the general condition of visible portions of floors is included in this inspection. As a general rule,
cosmetic deficiencies are considered normal wear and tear and are not reported. Determining the source of
odors or like conditions is not a part of this inspection. Floor covering damage or stains may be hidden by
furniture. The condition of underlying floor coverings is not inspected. Determining the condition of insulated
glass windows is not always possible due to temperature, weather and lighting conditions. Check with owners
for further information. All fireplaces should be cleaned and inspected on a regular basis to make sure that no
cracks have developed. Large fires in the firebox can overheat the firebox and flue liners, sometimes resulting
in internal damage. If the building is occupied with personal items It's very important that a thorough
inspection is done by you are a professional during the final walkthrough before closing because other issues
could surface after the inspection and once the property is vacant. Personal items will impede the inspector
ability to detect issues that would otherwise be noticeable. Therefore we cannot guarantee an inspection where
personal items obstruct this process.  A newly painted interior could conceal damage such as mold and other
things from the inspector. You should carefully read your transfer disclosure statement to learn about any
preexsiting issues.  

8.1 Floors
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Condition: Satisfactory
Location : Livingroom, Dinning, Family, Bedroom/s, Bathroom/s, Kitchen Type : Vinyl

8.2 Ceilings

Condition: Satisfactory
Type: Drywall

8.3 Walls

Condition: Satisfactory
Type: Drywall
There's cosmetic damage to the walls that is typical in most properties : Yes

8.4 Interior Doors

Condition: Needs Maintenance

Comments:

The door striker plate needs to be adjusted for the striker pin to engage. (hall closet) 

Sec. 8.4 Picture 1

8.5 Lights / Outlets / Smoke & Carbon Detectors

We recommend installing audible carbon monoxide detectors.: Yes
Smoke Detectors Tested : Yes
Condition : Need Maintenance

Comments:

There are bedrooms with smoke detectors not in the recommended location, and should be moved for safety
reasons.  Do not place a detector closer than 3 feet from an air register that might re-circulate smoke. 
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Sec. 8.5 Picture 1

8.6 Hallway

We have evaluated the hallways, and found it to be in acceptable condition, except
where noted.: Yes

8.7 Linen Closet

We have evaluated the linen closet, and found it to be in acceptable condition, except
where noted.: Yes

8.8 Living Room

We have evaluated the living room, and found it to be in acceptable condition, except
where noted.: Yes

Sec. 8.8 Picture 1

8.9 Dining Room

We have evaluated the dining room, and found it to be in acceptable condition, except
where noted.: Yes

8.10 Family Room

We have evaluated the family room, and found it to be in acceptable condition, except
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where noted.: Yes

Sec. 8.10 Picture 1

8.11 Indoor Environmental Issues

Environmental Testing : We have not done any testing or environmental inspections at this
location

9 . Kitchen

Inspection of standalone refrigerators, freezers and built-in ice-makers are outside the scope of the inspection.
No opinion is offered as to the adequacy of dishwasher operation. Ovens, self or continuous cleaning
operations, cooking functions, clocks, timing devices, lights and thermostat accuracy are not tested during this
inspection. Appliances are not moved during the inspection to inspect below or behind them. Portable
dishwashers are not inspected, as they require connection to facilitate testing and are sometimes not left with
the home.  Defects could be hidden from our evaluation, however,  California Standard of Practice do not
required us to remove personal items from kitchen, bathroom, or laundry sinks, closets, or garages.  Therefore
you should conduct a visual inspection during your final work-through when the property is empty or request a
re-inspection from us or another qualified inspection company.  

9.1 Kitchen

We have evaluated the kitchen, and found it to be in acceptable condition, except
where noted.: Yes

Sec. 9.1 Picture 1

9.2 Cabinets
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Condition: Satisfactory

Sec. 9.2 Picture 1 Sec. 9.2 Picture 2 Sec. 9.2 Picture 3 Sec. 9.2 Picture 4

Sec. 9.2 Picture 5

9.3 Counters

Condition: Satisfactory
Type: Solid surface
The counter tops are scratched or damaged. : No
There are cracked, loose, or burned sections of counter top. : No

Sec. 9.3 Picture 1 Sec. 9.3 Picture 2 Sec. 9.3 Picture 3 Sec. 9.3 Picture 4

9.4 Pantry

We have evaluated the pantry, and found it to be in acceptable condition, except
where noted.: Yes
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Sec. 9.4 Picture 1

9.5 Microwave

Condition: Satisfactory
Type: Operating

Sec. 9.5 Picture 1 Sec. 9.5 Picture 2

9.6 Disposal

Condition: Satisfactory
Type: Operating

Sec. 9.6 Picture 1

9.7 Dishwasher

Condition: Needs Maintenance
Type: Operating

Comments:

The dishwasher is functional but discharges without a mandated anti-siphon air gap valve, which is contrary to the
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installation instructions, and which also creates a potential drainage problem and a health hazard. 

Sec. 9.7 Picture 1 Sec. 9.7 Picture 2

9.8 Range / Oven

Condition: Satisfactory
Type: Operating

Sec. 9.8 Picture 1 Sec. 9.8 Picture 2 Sec. 9.8 Picture 3

9.9 Sink, Faucet and Plumbing

Condition: Satisfactory

Sec. 9.9 Picture 1

9.10 Receptacles

Condition: Satisfactory
Type: GFCI
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10 . Bathrooms

In accordance with industry standards, we do not comment on common cosmetic deficiencies, and
do not evaluate window treatments, steam showers, and saunas. More importantly, we do not leak-
test shower pans, which is usually the responsibility of a termite inspector. However, because of
the possibility of water damage, most termite inspectors will not leak-test second floor shower
pans without the written consent of the owners or occupants.

Our inspection of the bathrooms included a visual examination of the readily accessible portions of the floors,
walls, ceilings, cabinets, countertops and plumbing fixtures. Bathrooms are inspected for water drainage,
damage, deterioration to floor and walls, proper function of components, active leakage, unusual wear and
general state of repair. Bathroom fixtures are run simultaneously to check for adequate water flow and
pressure. Fixtures are tested using normal operating controls. Vent fans and their ductwork are tested for their
proper operation and examined where visible. Shower pans are visually checked for leakage, but leaks often do
not show except when the shower is in actual use. Determining whether shower pans, tub/shower surrounds are
watertight is beyond the scope of this inspection. It is very important to maintain all grout and caulking in the
bath areas. Very minor imperfections can allow water to get into the wall or floor areas and cause damage.
Proper ongoing maintenance will be require ed in the future.

10.1 Bathrooms

All bathrooms were inspected and found to be in acceptable condition, except where
noted.: Yes

Sec. 10.1 Picture 1

10.2 Toilets

Condition: Satisfactory

Sec. 10.2 Picture 1 Sec. 10.2 Picture 2

10.3 Bathtub
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Condition: Needs Maintenance
Type: Built-In

Comments:

The tub stopper has been removed or incomplete, and should be repaired or replaced.

Sec. 10.3 Picture 1 Sec. 10.3 Picture 2

10.4 Sink & Faucet components

Condition: Satisfactory
The sink and its components are functional: Yes

Sec. 10.4 Picture 1

10.5 Shower components

Condition: Satisfactory
Shower and it's componets are functional: Yes

Sec. 10.5 Picture 1
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11 . Bedroom

In accordance with the standards of practice, our inspection of bedrooms includes the visually accessible areas
of walls, floors, cabinets and closets, and includes the testing of a representative number of windows and doors,
switches and outlets. We evaluate windows to ensure that they meet light and ventilation requirements and
facilitate an emergency exit or egress, but we do not evaluate window treatments, nor move furniture, lift
carpets or rugs, empty closets or cabinets, and we do not comment on common cosmetic deficiencies.

11.1 Bedroom

All bedrooms was inspected and found to be in acceptable condition, except where
noted.: Yes

Sec. 11.1 Picture 1 Sec. 11.1 Picture 2 Sec. 11.1 Picture 3

12 . Laundry Room/Area

In accordance with industry standards, we do not test clothes dryers, nor washing machines and their water
connections and drainpipes. However, there are two things that you should be aware of. The water supply to
washing machines is usually left on, and their hoses can leak or burst under pressure and continue to flow.
Therefore, we recommend replacing the rubber hose type with newer braided stainless steel ones that are much
more dependable. You should also be aware that the newer washing machines discharge a greater volume of
water than many of the older drainpipes can handle, which causes the water to back up and overflow, and the
only remedy would be to replace the standpipe and trap with one that is a size larger.

12.1 Location

Laundry Room Floor Location : First Floor
Washer & Dryer location: Dedicated Laundry Room
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Sec. 12.1 Picture 1

13 . Heating

Our examination of the heating system includes a visual examination of the exposed and accessible heating
equipment, thermostat, safety controls, venting and the means of air distribution. Our inspection of the heating
system includes activating the heating system via the thermostat and a visual examination of the accessible
components listed below. These items are examined for proper function, excessive or unusual wear and general
state of repair. Heat exchangers are inaccessible by design, and are not part of the ASHI standards of practice.
They must be completely removed from the furnace to be fully evaluated. Our inspection does not include
disassembly of the furnace or check for any appliance's that may be on a recall list. The inspector cannot light
pilot lights due to the liability. The inspector does not test safety devices. To obtain maximum efficiency and
reliability from your heating system, we recommend annual servicing and inspections by a qualified heating
specialist. Determining the condition of oil tanks, whether exposed or buried, is beyond the scope of this
inspection. Leaking oil tanks represent an environmental hazard, which is sometimes a costly condition to
address. 

13.1 Heating Systems

We have evaluated the heating system, and found it to be in acceptable condition,
except where noted.: Yes

Sec. 13.1 Picture 1

13.2 Heating

Condition: Needs Maintenance
Type: Forced air Fuel Type: Natural Gas
Location: Hallway Closet
Furnace Brand at Property: Goodman

Comments:



Mars Construction Industries
© 2026 All rights reserved.

Powerd By: In4spective, Inc 2026 Inspection Narratives - Page 38

The furnace/plenum area was observed with damaged, loose, and poorly sealed insulation
materials.

Sec. 13.2 Picture 1

13.3 Heat Distribution

Condition: Satisfactory
Location: Each room

Sec. 13.3 Picture 1 Sec. 13.3 Picture 2 Sec. 13.3 Picture 3 Sec. 13.3 Picture 4

13.4 Thermostat Control

Condition : Satisfactory

Sec. 13.4 Picture 1

14 . Cooling

This is a visual inspection limited in scope by (but not restricted to) the following conditions: - Window and/or
wall mounted air conditioning units are not inspected. - The cooling supply adequacy or distribution balance
are not inspected. - Pressure tests on coolant systems are not within the scope of this inspection; therefore no
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representation is made regarding coolant charge or line integrity. - Judgment of system efficiency or capacity is
not within the scope of this inspection. - Cooling systems are not dismantled in any way. Secured access covers
are not removed. - The interior components of evaporators, condensers and heat pumps are not viewed. - The
interior conditions of cooling components are not evaluated. - The presence of leaking refrigerant lines, heat
pump oil, etc., is outside the scope of this inspection. Keep in mind if the temperature is low at the time of
inspection the condenser might not generate enough condensation though the lines to catch any leaks. Please
also refer to the pre-inspection contract for a detailed explanation of the scope of this inspection. We may not
have turn on all the units at this inspection and you should have this demonstrated by the seller or evaluated by
a HVAC specialist.  

14.1 Cooling System

We have evaluated the coolling system, and found it to be in acceptable condition,
except where noted.: Yes
Brand of Condenser/AC unit : Amana

Sec. 14.1 Picture 1

14.2 Air Conditioning Type

Condition: Satisfactory
Type: Central air
Status: Turned on

14.3 Air Conditioning Unit

Energy Star: N.I.

Comments:

 There is a condensation line coming from the attic vent that I wasn't able to verify If it's the secondary
(emergency) line, it's supposed to stay dry, so active dripping is a warning that the primary drain is clogged and
the unit needs service. That one's the more urgent reading.

If it's the primary line, discharging condensate straight onto the shingles still isn't a proper termination —
condensate is meant to go to an approved discharge point. It's not an emergency, but a steady drip landing on one
spot of asphalt shingle tends to wear the granules and keep that area damp over time, so it's worth re-routing
rather than leaving it to run onto the roof.
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Sec. 14.3 Picture 1

conditioning

14.4 Air Distribution

Condition: Satisfactory
Type: Ductwork
Location: Each room

Sec. 14.4 Picture 1 Sec. 14.4 Picture 2

15 . Attic

Our inspection of the Attic includes a visual examination of the roof framing, plumbing, electrical, and
mechanical systems. There are often heating ducts, bathroom vent ducts, electrical wiring, chimneys and
appliance vents in the Attic. We examined these systems and components for proper function, unusual wear
and general state of repair, leakage, venting and unusual or improper improvements. When low clearances and
deep insulation prohibits walking in an unfinished Attic, inspection will be from the access opening only.
Vaulted ceilings cannot be inspected.

15.1 Attic Access

Location: Hallway closet
Access Method: Scuttle hold

https://in4production.s3.amazonaws.com/orgId%2Fc154d5ad-5ec4-4bfb-9201-1f2250e35697%2Finspections%2FreportId%2F17075%2Fsection%2F2186%2Fsubsection%2F15904%2Fair_conditioning_unit_wdiimwdk_original.MOV
https://in4production.s3.amazonaws.com/orgId%2Fc154d5ad-5ec4-4bfb-9201-1f2250e35697%2Finspections%2FreportId%2F17075%2Fsection%2F2186%2Fsubsection%2F15904%2Fair_conditioning_unit_wdiimwdk_original.MOV
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Sec. 15.1 Picture 1

15.2 Ceiling Frame

Condition: Satisfactory
Type: Joint framing

Sec. 15.2 Picture 1 Sec. 15.2 Picture 2 Sec. 15.2 Picture 3 Sec. 15.2 Picture 4

Sec. 15.2 Picture 5

15.3 Attic Insulation

Condition: Needs Maintenance
Type of Insulation: Poured Location: In-floor

Comments:

Debris is sitting directly on the insulation and, where it's compacted it down, knocks down the R-value.
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Sec. 15.3 Picture 1 Sec. 15.3 Picture 2 Sec. 15.3 Picture 3 Sec. 15.3 Picture 4

16 . Pool & or Spa

The interior finish of pools and spas is rarely perfect and rarely remains so, and particularly those on pools
with colored plasters, and certainly if the chemical balance of the water is not properly maintained. Also,
calcium and other minerals will have a tendency to leech through the material and mar the finish. This is
equally true of pool tiles, on which mineral scaling is not only common but difficult to remove. Even the
harshest abrasives will not remove some scaling, which sometimes has to be removed by bead-blasting, which
in turn reduces the luster of the tiles. However, such imperfections have only a cosmetic significance.
Similarly, the decks around pools and spas tend to develop cracks that have only a cosmetic significance. The
commonest are relatively small, and are often described as being curing fractures. Some of these will contour
the outline of the pool, or the point at which the bond beam, or structural wall of the pool, meets the
surrounding soil. These too have little structural significance, but some cracks are larger and result from
seismic motion, or from settling due to poorly compacted soils, or they confirm the presence of expansive soils,
which can be equally destructive, but which should be confirmed by a geo-structural engineer. However, any
crack in the shell of a pool or spa should be dye-tested or otherwise evaluated by a specialist.

16.1 Enclosure Safety Observation

Condition: Needs Maintenance
Gates giving access are required to self-close and include latches at forty-eight inches
: Not compliant

Comments:

The gate that gives pool or spa access is not compliant with common safety standards, and should be serviced. Any
gate that gives pool or spa access is required to self-close and include a latch at forty-eight inches that, ideally,
opens away from the pool or spa, so that a toddler could not simply push open an unlatched gate. 

Sec. 16.1 Picture 1
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16.2 Pool & Spa Observations

Condition: Professional Consultation

Comments:

 The light looks like there are missing screws. It could possibly be a source of leaking Ask owner to provide
warranty information. 

Sec. 16.2 Picture 1 Sec. 16.2 Picture 2 Sec. 16.2 Picture 3

16.3 Pool/Spa Filter, Heater & Pumps

Condition: Satisfactory

Sec. 16.3 Picture 1
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Certifications And Affiliations

CMI Brett M. Certified ID NACHI11071401 Master Inspector https://certifiedmasterinspector.org A-
General Engineering | B- General Building | C-36 Plumbing | C-20 HVAC Lic #1138550 | SB-PW |
SB(Micro) NRCIA-Certified Roof Inspectors
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Certified Inspection Report

22240 Hart Street Los Angeles CA 91303

Report Conclusion

Thank you for hiring us to evaluate your property, whether a home purchase, investment property, or for
pre-sale purposes. In addition to any safety recommendations made in the report we ask you to follow
these general safety recommendations: install smoke and carbon monoxide detectors in locations
stipulated by the device manufacturer; identify all emergency escape routs and rehearse an emergency
evacuation of the home; test GFCI (ground-fault circuit interrupter) outlets at least once per year; regulate
the temperature of water heaters to prevent scalding; insure that substances containing caustic or
poisonous compounds such as bleach, drain cleaners, and nail polish removers be stored where small
children cannot reach them; check garage door safety devices regularly, particularly if they are the heavy
wooden type; and install child-safe barriers and alarms on the exterior doors of all pool and spa properties.

We have made every effort to provide you with an accurate assessment of the general condition of the
property and its components and to alert you to any significant defects or adverse conditions. We may not
have tested every outlet or opened every window and door, or identified every minor defect. Also, because
we are not specialists and our inspection is essentially visual, latent defects could exist. Please do not
regard our inspection as conferring a guarantee or warranty. It does not. It is simply a report on the
general condition of a particular property at a given point in time. As a homeowner, you should expect
problems to occur. Roofs will leak, drain lines will become blocked, and components and systems will fail
without warning. For these reasons, you should take into consideration the age of the house and its
components and keep a comprehensive insurance policy current. If you have been provided with a home
protection policy, read it carefully. Such policies may only cover insignificant costs, such as that of rooter
service, and insurance companies may deny coverage on the grounds that a given condition was
preexisting, or not covered because of building standards/code violation or a manufactures defect.  Keep
in mind  "we do not Inspect for building code violations or permit issues" This is the cities building
inspectors job and you should consult with the city regarding any code or possible permit violations.   

Please take the time to read this entire report, and call us if you have any questions or observations
whatsoever. A residential dwelling and its components are complicated, and because of this and the
limitations  of  our  visit,  we  offer  consultation  and  encourage  questions.  Candid  and  forthright
communication between all parties is vital in avoiding disputes and costly litigation. We orally summarize
our findings on site whenever possible, however, it is essential that you read all of the written report. The
estimate value in this report is for information only, this is not an appraisal and the information is to
educate the buyer about the investment they are about to make in the subject property.
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INVOICE

Certified Inspection Report
1119 West Collins Avenue
Orange CA 92867

Inspection Date: 20th of June, 2026

Customer Info: Inspection Property:
Chad Fraise
22240 Hart Street Los Angeles, CA 91303

22240 Hart Street
Los Angeles, CA 91303

Inspection Fee:
Service Price Amount Sub-Total
Home Inspection 800.00 1 800.00

Tax $0.00
Total Price $800.00

Payment Method:
Payment Status:

PAID
Note:

310.880.9718
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